USD NATURAL RESOURCES CONSERVATION SERVICE
e U.S. DEPARTMENT OF AGRICULTURE
TEMPORARY EROSION CONTROL AROUND THE HOME FOLLOWING A FIRE

STRAW MULCHING

What isit?
The application of straw as a protective cover over seeded areas to reduce erosion and aid in revegetation or over bare soils
that will be landscaped later to reduce erosion.

When isit used?
This method is used on slopes which have been seeded and have high potentia for erosion. It requires some type of
anchoring by matting, crimping or other methods to prevent blowing or washing away.

Straw mulch forms aloose layer when applied over aloose soil surface. To protect the mulch from wind drifting and being
moved by water, it must be covered with a netting such as plastic or punched into the soil with a spade or roller, or by
spraying it with atacking agent. The mulch should cover the entire seed or bare area. The mulch should extend into
existing vegetation or be stabilized on all sides to prevent wind or water damage which may start at the edges.

Methods and Materials:

On gentle to moderate slopes, straw mulch can be applied by hand broadcasting to a uniform depth of 2 - 3inches. On
steep dopes, the straw should be blown onto the slope to achieve the same degree of cover. When applied properly,
approximately 20-40 percent of the original ground surface can be seen. The application rate per acre should be about
2tons (or one 74 pound bale per 800 squar e feet). Straw should be clean rice, barley, or wheat straw.

Anchoring of straw mulch can be accomplished using the following methods:

Hand Punching:
A spade or shovel is used to punch straw into the slope until all areas have straw standing perpendicularly to the slope and
embedded at least 4 inchesinto the slope. It should be punched about 12 inches apart.

Roller Punching:
A roller equipped with straight studs not less than 6 inches long, from 4 - 6 inches wide and approximately one inch thick
isrolled over the slope.

Crimper Punching:
Likeroller punching, the crimper has serrated disk blades about 4 - 8 inches apart which force straw mulch into the soil.
Crimping should be done in two directions with the final pass across the slope.

Matting:
Matting is used on large, steep areas which cannot be punched with aroller or by hand. Jute, wood excelsior or plastic
netting is applied over unpunched straw.

Whereto Get Help:
Technical Assistanceis available from your local USDA Natural Resources Conservation Service office or your local
Resource Conservation District regarding this practice and other treatments.

The U.S. Department of Agriculture (USDA) prohibits discrimination in all its programs and activities on the basis of race, color, national origin, gender,
religion, age, disability, political beliefs, sexual orientation, and marital or family status. (Not all prohibited bases apply to all programs.) Persons with
disabilities who require alternative means for communication of program information (Braille, large print, audiotape, etc.) should contact USDA's TARGET
Center at 202-720-2600 (voice and TDD).

To file a complaint of discrimination, write USDA Director, Office of Civil Rights, Room 326W, Whitten Building, 14th and Independence Avenue, SW,
Washington, DC 20250-9410 or call (202) 720-5964 (voice or TDD). USDA is an equal opportunity provider and employer.
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WORK ACROSS THE SLOPE.

PUNCH STRAW 4 INCHES DEEP.

A SQUARE END SPADE WORKS WELL.
MAKE PUNCH EVERY 12 INCHES.

. LAY BIRD CONTROL NETTING OR SIMILAR F. STAKE MIDDLES TO CREATE DIAMOND PAT
MATTING IN STRIPS DOWN THE SLOPE OVER TERN THAT PROVIDES STAKES SPACED 4-5
THE STRAW. BURY UPPER END IN 6-8 INCH FEET APART.

DEEP AND WIDE TRENCH.. MOST NETTING G. USE POINTED 1X2 INCH STAKES 8 TO 9
COMES IN 14 TO 17 FT. WIDE ROLLS. INCHES LONG. LEAVE 1 TO 2 INCH TOP

ABOVE NETTING, OR USE "U" SHAPED

. SECURE THE UPPER END WITH STAKES METAL PINS AT LEAST 9 INCHES LONG.

EVERY 2 FEET.
NOTE: WHEN JOINING TWO STRIPS, OVERLAP

. OVERLAP SEAMS ON EACH SIDE 4-5 INCHES. UPPER STRIP 3 FEET OVER LOWER STRIP

AND SECURE WITH STAKES EVERY 2

. SECURE SEAMS WITH STAKES EVERY 5 FEET. FEET LIKE IN "B" ABOVE

. STAKE DOWN THE CENTER EVERY 5 FEET.



